What is claimed is: 

1 . A servo track writer comprising: 
aVigital signal processor; and, 

a cl^k head which reads a clock track from a disk surface to generate a clock signal 
that is used toiprovide interrupt signals to the digital signal processor. 

2. The servo track writer of claim 1, wherein the digital signal processor 
positions a transducer that writes spiral servo information onto the disk surface. 

3. The servo\rack writer of claim 1 further including a divide-by-M circuit to 
generate interrupt signals atW interrupt rate that is tied to the disk surface. 

4. The servo track writer of claim 3, wherein the interrupt rate is equal to a 
predetermined servo sample rate. \ 

5 . The servo track writer of claim 3 , wherein a predetermined servo sample rate 
divided by the interrupt rate equals a naturalVumber. 

6. The servo track writer of claim 1 airther including a clock head amplifier 
which amplifies the clock signal. \ 



19 



# # 

V7. The servo track writer of claim 6 further including a phase-locked loop which 
receives we amplified clock signal and generates a digital clock signal. 

8. Vrh e serv o track writer of claim 7 further including a divide-by-M circuit to 
divide down the qigital clock signal, wherein the digital clock signal is provided to the digital 
signal processor. \ 

9. The servoVack writer of claim 1 , wherein a predetermined number of servo 
sectors per revolution are deigned to placed on the disk surface, wherein a predetermined 
number of interrupt signals arebrovided to the digital signal processor per revolution of the 
disk surface, and wherein the preetetermined number of servo sectors per revolution divided 
by the predetermined number of interrupt signals provided to the digital signal processor per 
revolution equals a natural number. \ 

lV The servo track writer of claim 1 further including: 
a cryspHtthidf provides interrupt signals to the digital signal processor; and, 
a swrtah to^electively provide interrupt signals to the digital signal processor from 
the clock head and the scystal. 
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1 1\ A method of writing servo information onto a disk surface using a servo track 
Writer having\digital signal processor comprising the steps of: 

reading a ok)ck track written onto the disk surface to generate interrupt signals; and, 
providing the\nterrupt signals to the digital signal processor. 



12. ifFhe method of claim 11, wherein the servo information is written in spiral 



patterns. 




13\ The method of claim 12 including the step of: 

positioning a transducer over the disk surface under control of the digital signal 



processor. 



14. The method of claim 13, wherein the transducer is positioned based upon the 
interrupt signals provided^ the digital signal processor. 

15. The r^ethod of claim 12 including the step of: 
generating a sp\al profile based upon a predetermined interrupt rate. 



1 6. The metftod<& claim 15, wherein the profile includes a write portion, a post- 
write pad portion, a re-trace pontion and a post-re-trace pad portion. 
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7. The method of claim 15 including the step of: 
waiting one of the spiral patterns onto the disk surface by following the spiral profile. 



18. \ The method of claim 15 including the step of: 

writing the spiral patterns onto the disk surface by following a series of spiral 
profiles. 

19. The r&pthod of claim 12, wherein the spiral patterns are written sequentially 
about the disk surfaced 

20. The methodW claim 12, wherein the spiral patterns are written in a random 
manner about the disk surface 

2 1 . The method of claim 12, wherein the spiral patterns include synch marks and 
wherein synch marks along a particular radius are equally spaced. 

22. The method of claim 12, werein the spiral patterns include synch marks and 
wherein corresponding synch marks along different spirals are located on common radiuses. 
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A servo track writer comprising: 
a digital signal processor; 
a qk>ck head which reads a clock track from a disk surface to generate an analog 
clock signal! 

a cloc^: head amplifier for amplifying the analog clock signal to generate an amplified 
clock signal; 

circuitryVor converting the amplified clock signal to a digital clock signal which is 
delivered to the dmital signal processor to provide interrupt signals thereto. 

24. The seiVo track writer of claim 23 further including circuitry to divide down 
the digital clock signal Before it is delivered to the digital signal processor. 

25. The servo trajck writer of claim 23, wherein the digital signal processor 
positions a transducer that wrilfes spiral servo information onto the disk surface based upon 
the interrupt signals delivered thereto. 

26. Tye servo track writer of claim 23 further including: 

a crystal wracM)rovides interrupt signals to the digital signal processor; and, 
a switchft^electively provide interrupt signals to the digital signal processor from 
the clock head anafneVystal. 
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